
Technical specifications

Item nr. 1005
Type Mobile all 

Terrain Crane
Brand Liebherr
Model LTM1130-5.1
Capacity 130 metric ton
Year 2018

Upper structure

Mainboom 60 meter
Folding Jib 19 meter
Hookblocks 3-sheave and 

ballweight 
metric ton

Crane counterweight 42 metric ton
Winches 1
Airco
Engine brand Liebherr
Engine type D944 A7 (4F SCR 

EPA)
Engine capacity 175 hp (130.5 

kW)
Hours 5064 hours
Hours update 2022-05-25

Carrier structure
Drive 10x6x10
Tyres 16.00R25
Number of axles 5
Engine brand Liebherr
Engine capacity 544 hp (405.7 

kW)
Engine type D946 A7 (4F SCR 

EPA)
Hours 2000 hours
Hours updated 2022-06-25
Milage 42011
Location The Netherlands
Airco
ABS
Lenght 0.00 meter
Width 0.00 meter
Height 0.00 meter
Suspension hydraulic

remark1 VarioBase, 
Telma brake
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remark2 Airconditioning 
and 
standheaters 
cabins

remark3 Xenon working 
lights boom base

remark4 Working area 
limitation, 
windmeter

remark5 aircraft 
warning light
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